RONIC
INDUSTRIAL READER

Frequencies UHF, HF, LF, LEGIC HF | NFC: 13.56 MHz UHF (865 - 868 MHz) UHF (865 - 868 MHz) HF | NFC: 13.56 MHz
Dimensions 115 x 70 x 17 mm 81.4 x 68.6 x 24.1 mm 190 x 190 x 80 mm M30 x 1.5 x 90.65 mm 2 22.3 mm
Antenna Integrated
Reading Distance P DI Upto 3 cm up to 8 m up to 40 cm up to 2 cm
9 (UHF: up to 15 m) P P P P
Power Supply 200 mA 120 mA i "iji?EVdC’ 100 mA 90 mA
Interfaces USB - Virtual ComPort CANbus (SAE J1939 M12 Connectors RS232, RS485, USB, RS232,
USB - HID or CANopen) CANbus, CANopen PC/SC, HID
. RS232 / RS485
Connection 128§g_|$nge?aAbl?uW'th 0 :;JSS ;&i;idvvézz_ﬁffu e Ethernet 10 - 100M 5 pin M12 A-coded male connector Cable with open end
ype-Aplug : gaug Wiegand Canbus (J1939)
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RONIC
INDUSTRIAL READER FAMILY IQBOX (NEW)

Frequencies UHF (865 - 868 MHz) UHF (865 - 868 MHz) UHF (865 - 868 MHz) UHF (865 - 868 MHz)
Dimensions 205 x 205 x 70mm
Antenna Integrated 4x External
Reading Distance Up to 30 cm Up to 30 cm Upto 10 m Upto12m
RS232 RS232 / RS485 RS232 / RS485
Interfaces USB RS485 Ethernet 10-100M Ethernet 10-100M
CANBUS CanBus, ModBus, ProfiNET CanBus, ModBus, ProfiNET
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